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Eurol B.V. Energiestraat 12, 7442 DA Nijverdal, The Netherlands, tel. +31 548 61 51 65, www.eurol.com 
This document is intended to inform you about product properties and possible applications of Eurol products. Because of continuous product research and development, the information in this 
document can be changed at all times, without foregoing notice. The analytical data in this product data sheet are typical values. Small deviations, which may occur during the normal manufacturing 
process of the product, will not affect the quality of the product. Although this information sheet is compiled with great care, Eurol accepts no liability for damage resulting from incompleteness 
and/or inaccuracies in the text. We recommend that you always follow the manufacturer's instructions. 

Eurol LHM+ Fluid is a mineral fluid, especially developed for brake, 
suspension and power steering systems of particularly Citroën.
Eurol LHM+ Fluid cannot be mixed with 'DOT' brake fluids.

Eurol LHM+ Fluid has a very high viscosity index. As a result, the 
viscosity hardly changes under influence of temperature fluctuations.

Eurol LHM+ Fluid protects the system against oxidation. Because of the 
high boiling point and the water resistance, the product can be applied 
for a long lasting and safe use when this type of fluid is prescribed.

Physical properties

Performance level
 PSA B71 2710 (LHM Plus)

 
 

 
 

 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
Colour Green   
Density at 20°C 0.84  kg/l ASTM D 4052 
Viscosity, kinematic at 40°C 18.8  cSt ASTM D 445 
Viscosity, kinematic at 100°C 6.2  cSt ASTM D 445 
Flash point 110  °C ASTM D 93 
Pour point -36  °C ASTM D 97 

Technical fluids - Powersteering

Description

Eurol LHM+ Fluid
Especially for brake, suspension and power steering systems of Citroën


