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Eurol B.V. Energiestraat 12, 7442 DA Nijverdal, The Netherlands, tel. +31 548 61 51 65, www.eurol.com 
This document is intended to inform you about product properties and possible applications of Eurol products. Because of continuous product research and development, the information in this 
document can be changed at all times, without foregoing notice. The analytical data in this product data sheet are typical values. Small deviations, which may occur during the normal manufacturing 
process of the product, will not affect the quality of the product. Although this information sheet is compiled with great care, Eurol accepts no liability for damage resulting from incompleteness 
and/or inaccuracies in the text. We recommend that you always follow the manufacturer's instructions. 

Eurol Racing 1 is a vegetable (ricinus) oil, especially developed for the 
lubrication of grass track and speedway engines, model airplanes, karts 
and 4-stroke and 2-stroke race engines.

Eurol Racing 1 is a non-drying oil with a strong and stable lubricant film, 
reducing friction and wear to a minimum, both at high as well as at low 
temperatures.

Eurol Racing 1 blends well with alcohol and gasoline. It is recommended 
to mix just the right quantity which is needed directly for use.

Eurol Racing 1 is biodegradable and is also suitable for mixing with 
methanol fuel.

Eurol Racing 1 has proven to be an excellent lubricant for the worm gear 
drive of the Peugeot 404 and other Peugeots with such drives. It offers 
an optimum protection to the worm-/crown wheel drive without affecting 
the bronze parts.

Attention: if other types of oil than ricinus oil (sometimes also called 
castor oil) have been used before, it is absolutely necessery to clean all 
parts with Eurol Brakecleaner (available as an aeresol and as a fluid).

"Mixing ratio:
Depending on conditions 1:25 tot 1:50.

N.B.: Eurol® Racing 1 should NEVER be mixed with mineral or synthetic 
oils.

To be stored frost-free"
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Colour light yellow   
Density at 20°C 0.96  kg/l ASTM D 4052 
Viscosity, kinematic at 40°C 250  cSt ASTM D 445 
Viscosity, kinematic at 100°C 19.1  cSt ASTM D 445 
Viscosity Index 85  ASTM D 2270 
Flash point 150  °C ASTM D 93 
Pour point -36  °C ASTM D 97 

Scooter oils 2T - 2T racing

Description

Eurol Racing 1 Ricinus
Vegetable 2-stroke oil for heavy duty race engines with high RPM


