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Eurol B.V. Energiestraat 12, 7442 DA Nijverdal, The Netherlands, tel. +31 548 61 51 65, www.eurol.com 
This document is intended to inform you about product properties and possible applications of Eurol products. Because of continuous product research and development, the information in this 
document can be changed at all times, without foregoing notice. The analytical data in this product data sheet are typical values. Small deviations, which may occur during the normal manufacturing 
process of the product, will not affect the quality of the product. Although this information sheet is compiled with great care, Eurol accepts no liability for damage resulting from incompleteness 
and/or inaccuracies in the text. We recommend that you always follow the manufacturer's instructions. 

Eurol Raketlube is a synthetic fluid, especially developed for lubrication 
of pneumatic driven tools for which a fluid with an exceptionally low pour 
point is required.

Eurol Raketlube contains special additives protecting the tools against 
oxidation, corrosion and wear. The fluid is absolutely safe for plastic and 
rubber parts.

Eurol Raketlube has an extremely low pour point which prevents ice 
formation by the expanding air. Tools can be used up to -25 °C.Eurol 
Raketlube is successfully applied in air motors, piling hammers, air 
wrecking hammers and drilling machines.

Eurol Raketlube will not mix with mineral based products, although when 
changing from a mineral product to Eurol Raketlube, flushing and 
cleaning is not necessary.
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Colour Yellow   
Density at 20°C 1.105  kg/l ASTM D 4052 
Viscosity, kinematic at 40°C 10.6  cSt ASTM D 445 
Viscosity, kinematic at 100°C 2.6  cSt ASTM D 445 
Viscosity Index 63  ASTM D 2270 
Flash point 110  °C ASTM D 93 
Pour point -36  °C ASTM D 97 

Industrial oils - Semi-synthetic

Description

Eurol Raketlube ISO-VG 10
Synthetic fluid for lubrication of pneumatic tools


