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Eurol ACTENCE RNT 5W-30 is a fully synthetic high performance 
engine oil for gasoline and diesel vehicles.  

Eurol ACTENCE RNT 5W-30  provides maximum protection against rust 
and corrosion, while the used additive package keeps the engine clean 
and well lubricated. 

Eurol ACTENCE RNT 5W-30 provides an extremely stable lubricant film 
at the cold start and offers high thermal stability under severe driving 
operating conditions (motorway and urban traffic). The oil is able to flow 
and to lubricate critical parts, preventing wear and ensuring engine 
protection. 

Eurol ACTENCE RNT 5W-30 has low sulphated ash contents and also 
low levels of phosphor and sulphur (so called "mid-SAPS" technology).

Propriétés physiques

Approved
 Renault RN17

Performance level
 ACEA C3

Recommended for use
 MB 226.52

 
 

 
 

 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
Couleur brun   
Masse volumique à 20°C 0.848  kg/l ASTM D 4052 
Viscosité, cinématique à 40°C 70.9  cSt ASTM D 445 
Viscosité, cinématique à 100°C 12.3  cSt ASTM D 445 
Indice de viscosité 173  ASTM D 2270 
Viscosité, dynamique (CCS)  5933  cP ASTM D 5293 
Base number 9.3  mg 

KOH/g 
ASTM D 2896 

Point d'éclair 215  °C ASTM D 93 
Point d'écoulement -42  °C ASTM D 97 

Passenger car engine oils - Fully Synthetic

Description

Eurol Actence RNT 5W-30
Fully synthetic ACEA C3 and Renault RN17 engine oil


